
This pole is available in an 8 flute cross section

with a tapered shaft in lengths up to 29’ 6” 

ensuring that it can be used both as a lower cost

decorative post top, or as an arterial pole when

teamed with side mounted luminaires. A heavy

duty version is also available that can be used in

conjunction with our fluted Americana designs

when greater mounting heights or heavier 

torsional loads are needed. Normally used with

decor colors in an etched finish, it can also be

supplied as a special order in light gray mold finish.

E 295 10E 140 30/30

* Consult website for full listings  ** See decor colors on page 2 for full selection of colors
***Anti Graffiti Coating is extra, consult factory for more details.

C/W 100 GFI

Arms* (Pendant Mount)

100-Top Mounted Tapered
Elliptical Aluminum Arm

120-Side Mounted Elliptical 
Aluminum Arm

130-Shoe Box Arm
170-Victorian Scroll Arm

Options*

DR - 2 Outlets
GFI - Ground Fault 2 Outlet
SR - 1 Outlet
LRN - Ladder Rest
BPC - Base Plate Cover
AB - Anchor Bolts
BA - Banner Arms
FH - Flag Holders

Complete with 
(To be supplied 
by StressCrete)

Tenon 
(Post Top Mount)

Specify Tenon Size

For example 140 30/30
= 2 7/8” OD & 3” long

Finish

E - Etched Finish

Color**

10 - Midnight Lace
11 - Eclipse Black
30 - Salt & Pepper
40 - Pearl Gray
90 - Saluki bronze

Height

Overall Pole 
Length x 10
5’ – 29’ 6”

Mounting Option

E - Direct Embedment
P - Base Plate

GB P F

Prestressed

Provision for 
Electric Ground

Fluted
Cross Section

Class A-C

How to Catalog for Fluted Tapered Pole

NA

Coating

NA - Non Acrylic
A - Acrylic
AG - Anti Graffiti
        Coating***

FLUTED
tapered

www.scgrp.com




