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Specifications:

Pole Shaft:
Round Extruded (RE) non-tapered aluminum shaft.

Round Extruded (RE)

Decorative Base Cover:
One piece spun aluminum base cover with maximum shaft opening of 5.125”.

Base Weight*:
6 Ibs
*Consult Shaft Detail Chart below for pole shaft weight

Finish:
Available in textured or smooth.

Options:
GFI > Ground Fault Receptacle

How to Order:

PAINT COLOR
GN - Federal Green, BE - Blue, GY - Gray,
BASE STYLE MATERIAL OPTIONS BN - Brown, BK - Black, BZ - Bronze
KAS3 - Agility #3 A - Aluminum *Additional options available on website
[kass | [ re | [a]-[ |-[ |
SHAFT OPTIONS | | HEIGHT OPTIONS (FEET)
= RE - Round Extruded Non-Tapered 10,11,12,13,14,15, 16
90 MPH 100 MPH 110 MPH 120 MPH 150 MPH
-Z% Catalog HE. Butt Tip Wall i Max Max Max Max Max Max Max Max Max Max Anchor
o} N ) any Gy Tenon Thlc.kness (Ibs) EPA Load EPA Load EPA Load EPA Load EPA Load .Boli.:
[a) (in) (saft) (lbs) (sqft) (lbs) (sqft) (lbs) (sqft) (lbs) (sqft) (lbs) Dia.(in)
im KAS3RE-A-10 10 4 4 35" x 35" 0.125 18 7.4 500 56 500 43 500 34 500 2.0 500 0.75
i KAS3RE-A-T n 4 4 3.5"x 3.5" 0.125 20 6.1 500 4.6 500 3.4 500 2.6 500 15 500 0.75
; KAS3RE-A-12 12 4 4 35" x 35" 0.125 21 5.0 500 36 500 26 500 1.9 500 1.0 500 0.75
2 KAS3RE-A-13 13 4 4 35" x 3.5" 0.125 23 4.0 500 28 500 1.9 500 13 500 0.6 500 0.75
§ KAS3RE-A-14 14 4 4 35" x 35" 0.125 25 31 500 21 500 13 500 0.8 500 - - 0.75
:tl KAS3RE-A-15 15 4 4 35" x 3.5" 0.125 27 2.4 500 1.4 500 0.7 500 = = = = 0.75
E KAS3RE-A-16 16 4 4 35" x 35" 0125 29 1.6 500 0.8 500 - - - - - - 0.75
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