
The Spartan Sports Lighting Integral 
Driver Assembly delivers a turnkey 
solution for any sports field application, 
large or small. Complete with only four 
components needed for installation, the 
Spartan Integral Assembly saves time 
and money on a job site while delivering 
a clean and high-performance system. 
The integrally-mounted driver box makes 
the Spartan Integral Assembly perfect for 
any new construction or retrofit project.

Composed of fully pre-aimed, high-
performance STRATOS Integral Driver 
Sports Lights, pre-wired steel cross arms, 
a direct embedded, lifetime warrantied, 
StressCrete spun concrete pole, and 
fully customized controls; the ease of 
installation and system longevity is 
second to none.

INTEGRAL ASSEMBLY FEATURES
• Complete turnkey solution
• Easy and quick 5-step installation
• No need for costly concrete foundations

LIGHTING ASSEMBLY

INTEGRAL DRIVER
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FEATURE HIGHLIGHTS INTEGRAL DRIVER ASSEMBLY

STRATOS Light
• Robust aluminum housing
• Proprietary Spartan optics
• 4000 K or 5700 K option
• 300W, 450W, 600W, 750W, 1000W 

option

Spartan Cross Arm
• Pre-wired
• High-strength galvanized steel

StressCrete Pole
• Prestressed, centrifugally spun 

concrete pole
• Standard lifetime warranty

10.01”

15.91”

15.91”24.25”

21.19”

Spartan Integral Driver
• Integral driver mounted on back 

of light
• NEMA 4x rated
• Pre-wired and configured
• Dim-to-off controls

Pre-aimed Mounting Knuckle
• Factory aimed
• Die cast aluminum
• Integrated degree markings
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INTEGRAL DRIVER ASSEMBLY

E

Footing
E - Direct Embedment

Pole Length*
460 - 46’
570 - 57’
680 - 68’
700 - 70’

Strength
C - Class C
D - Class D
E - Class E
F - Class F

Cross Section
R - Round

Prestressed
P - Prestressed

Concrete Pole

- - -

G - Provision for
Electrical
Grounding

Grounding

-

Spartan Cross Arm

Complete With
To be supplied by

Spartan Sports Lighting

-

L - Class L
M - Class M
N - Class N

P R G C/W

See Cross Arm Spec Sheet 
for details

-

Additional Options
LS - Lightning Protection System
PS - Pole Steps
CC - Climbing Cables
QS - Quick Stop

790 - 79’
810 - 81’
900 - 90’
920 - 92’

*  Pole Length = Mounting Height + Burial Depth
** Other pole lengths available upon request

Finish
M00 - Mold Finish

M00

** Other finish options
available upon request

-

G - Class G
H - Class H
J - Class J
K - Class K

HOW TO ORDER

Series
KSL1 - STRATOS
KSL2 - STRATOS Mini

Wattage
1000W
750W
600W
450W
300W

CCT
4K   - 4000K
5.7K - 5700K

Driver
R  - Remote
IN - Integral

Optics
N3 - NEMA 3
N4 - NEMA 4
N5 - NEMA 5

- -- -

120V - 277V
347V
480V

Line Voltage

-

Paint Color
BK - Black
GY - Gray  

*Custom colors 
  available 
  upon request

--

Aiming
Laser (1 per assembly)

* leave blank if 
not required.

-

Luminaire Level Lighting Controls
DIM - Synapse DIM10-087-06-A DIM to OFF 
(WiFi Capable)

* leave blank if
not required


